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Compressor / vacuum pump
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Compressor / vacuum pump

MAX.

V
m3/h

L    = 71 dB(A) - 50Hz 

L    = 73 dB(A) - 60Hz
pA

pA

MAX.
VACUUM mbarMAX. VACUUM

MAX. V

DIN EN ISO 11203
Accuracy Class 2
K

pA
 = 3 dB(A)

�1m

L
pA

1 2

5 mm

No. 2

7 mm
10 mm

76-84 kg
168-185 lbs

A > 100mm
A > 4" > 5°C/41°F

< 45°C/113°F

max.
800m

max. 90%

%

A

A

A

A
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Compressor / vacuum pump

11 12

i +
50Hz

SERVICE
FACTOR

=

x
RATED

CURRENT

MOTOR-PROTECTION

60Hz

SF 1.XX

XXX / XXX V
XX / XX A

XXX / XXX V
XX / XX A

ON (I) 
MAX 10x/h 1 2

OFF (0) 

L2 L1 L3

I > I > I >

U1 V1 W1

M
3

L2 L1 L3

U1 V1 W1

M
3

optional

PTC

M
3

Bi-metal

M
3

1) motor protection switch

1)
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optional
en option
optionale
opcional

KVT 3.60/0

KVT 3.60/6

SUCTION
AIR

40h

200h
CLEANING
INTERVAL EN149 - FFP3

42 CFR 84 - N100

MaintenanceMaintenanceMaintenance

D2 (Pos. 104)

F2

F1

D1 (Pos. 75)

2-3 Min

OFF
O

0 =OFF

I
O

n=0min-1
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F1* (polyester)

KVT 3.60/6

No.: 909587

F1 
(standard)

No.: 909507

F2
(standard)

No.: 909510

Satz / Kit
Pos.: 20, 24, 62, 75, 76, 85, 
104, 125, 126, 146, 288

No.: 549000 21100

D1

D2

3000 h

MIN.
MAX.A

AMAX = 39mm
AMIN  = 21mm

A         < 21mm�
KVT 3.60 (standard)
KVT 3.60/6

→  No. 90133000004 (SET)
→  No. 90137900004 (SET)

F1

F2
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4x

6x

4x

C
B
A 11Nm

3Nm

3Nm

A

C

B

5

Special grease
No.96000002300
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WWW.BECKER-INTERNATIONAL-SHOP.COM

Gebr. Becker GmbH
Hoelker Feld 29-31
42279 WUPPERTAL
GERMANY
info@becker-international.com
www.becker-international.com
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MAKE IT BECKER.

www.becker-international.com


